
General Pressure Gauge
Model. DS-1010 Series

Summary
DS-1010 Series는 일반적으로 가장 많이 쓰이는 압력계로서
Bourdon Tube를 특수가공하여 내구성을 갖추어 정압이 걸리는
배관이나 부식성이 없는 Gas & Steam 라인등 각종 현장의 일반
적인 설비의 압력측정에 용이한 계기입니다.

Diameter
40, 50, 60, 75, 100, 150, and 200mm

Accuracy
40mm  : ±3.0 of Full Scale
50mm  : ±3.0 or ±1.5 of Full Scale
60,75,100,150,200mm : ±1.5 of Full Scale

Scale Range 
40,50mm  : 0.2 ~ 5 Mpa
60,75mm  : -0.1 ~ 2 Mpa, -0.1 ~ 0 Mpa, 0 ~ 35 Mpa
100,150mm  : -0.1 ~ 2 Mpa, -0.1 ~ 0 Mpa, 0 ~ 100 Mpa
200mm  : -0.1 ~ 2 Mpa, -0.1 ~ 0 Mpa, 0 ~ 5 Mpa

Working Pressure 
정압력 : 75% of Full Scale
변동압력 : 60% of Full Scale

Working Temperature
기체 : -20 ~ 65℃
유체 : -20 ~ 40℃

Pressure connection
Brass (C3604BE)

Element
Brass (C2700T)
C Type Bourdon Tube or Helical Tube

Case
Steel (SPCD)
Black Coating

Cover
Steel (SPCD)
Black Coating

Window
General Glass

Movement
Brass 

Dial
Aluminum
White Coating

Pointer
Aluminum
Black Coating

Process connection
40mm  :  1/8” PT & NPT
50mm  : 1/4” PT & NPT,PF
60mm  : 1/4” PT & NPT, PF
75mm  : 3/8” PT & NPT, PF
100mm  : 3/8”,1/2” PT & NPT, PF
150mm  : 1/2” PT & NPT, PF
200mm  : 3/8: PF

Type
DS-1011 (Rimless Type)
DS-1012 (Surface Type)
DS-1013 (Flush Mounting Type)
DS-1014 (Panel attachment Type)

Option
Bracket
Threttles
Accessories

Model. DS-1011



General Pressure Gauge
Model. DS-1010 Series

Model. DS-1011 Model. DS-1012 Model. DS-1013

Model. DS-1014 Model. DS-1013C Model. DS-1014C
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